
 

Checklist 
Final-installation of Magnum Board Weatherboard, Magnum 

Board Masterwall Rendering System, Magnum Board Rigid Air 

Barrier & Magnum Board Interior  

 

 

 

Company name:  JOB# 

Address of job:  

Name of Contractor  

Date       /        / Signature: 

CHECKLIST 

Magnum Board Rigid Air 

Barrier 

1. Fixing details match recommended fixing pattern  

 2. Alignment with openings to suit ABEP liquid flashings  

 3. Sheets in good condition and fixed flush with face of 

framework 

 

 4. Waste material is removed or positioned for removal 

as nontoxic material 

 

 

Magnum Board 18mm 

Masterwall Rendering System 

 

1. Fixing positions match fixing pattern in Technical 

Document 

 

 2. Penetrations for services accurately cut  

 3. Magnum Board in good condition, correctly installed 

and fully supported to all edges where in        contact 

 

 4. Waste material positioned for removal as nontoxic 

material 

 

 

Magnum Board Weatherboard 1. Fixing details match recommended fixing pattern  

 2. Boards are straight and level  

 3. Laps are tight  

 4. Waste material is removed or positioned for removal 

as nontoxic material 

 

 

 

 

 

 

 

 

 

 

 

 

 

NOTE: It is the responsibility of the certified installer to inspect their work place prior to beginning the 
installation of Magnum Board to ensure the installed work will meet the supplier’s requirements. 
Notify owner / general contractor of any concerns prior to installation. 



Magnum Board Interior 1. Fixing details match recommended fixing pattern  

 2. Sheets connections are tight  

 3. Fixing screws are below plastering level  

 4. Waste material is removed or positioned for removal 

as nontoxic material 

 

    

    

    

    

    

    

    

 

 

New Zealand Sustainable Forest Products LP 
10 Gannons Road, RD 1 Reefton, 7895 
Phone 03 732 8414 E–Mail: sales@nzsfp.co.nz 

www.foreverbeech.co.nz/magnumboard 


